Wall Protecting Aluminum Finishes in Coastal,
@ Poolside, and Corrosive Environments

Understanding Aluminum Corrosion:

While aluminum is naturally corrosion-resistant, it is not immune, especially in harsh
environments like coastal areas, poolside settings, and places with air pollution. Corrosion
typically affects the finish more than structural integrity, but proper care helps preserve both.

Environmental Impact by Location:
e Within 3-5 miles of the coast: High salt and humidity accelerate corrosion.
e 5-20 miles inland: Salt-laden air and humidity can still pose risks.
e 20+ miles inland: Lower risk, but industrial pollution and humidity may still affect finishes
e Poolside Installations: Chlorine and constant moisture create a highly corrosive setting,
regardless of distance from the coast..

Cleaning Recommendations:
Regular cleaning helps prevent corrosion. Use non-abrasive cleaners and always rinse
thoroughly. Apply a protective wax afterward for added durability.

Suggested Cleaning Solutions:
e Vinegar & Water: Removes salty film; rinse thoroughly.

Mild Dish Soap: Safe and effective for regular cleaning.

Aluminum Cleaners: pH-balanced and designed for metal surfaces.

Baking Soda Paste: For tougher residues; use gently.

Automotive Cleaners: Designed for metal, non-abrasive.

Cleaning Frequency Guidelines:
e Coastal/Poolside: Every 1-2 months

e Moderate (5-20 miles): Every 3-4 months
e Inland (20+ miles): 2-3 times per year

o Extreme Conditions: Use judgment based on

environment and exposure.

Tip: Consistent maintenance and
protective treatments extend the life and
appearance of your aluminum products.
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